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CONSUMER NOTICE:  The information and instructions in this bulletin are intended for use by skilled technicians.  Mazda technicians utilize the proper tools/ 
equipment and take training to correctly and safely maintain Mazda vehicles.  These instructions should not be performed by “do-it-yourselfers.”  Customers 
should not assume this bulletin applies to their vehicle or that their vehicle will develop the described concern.  To determine if the information applies, 
customers should contact their nearest authorized Mazda dealership. Mazda North American Operations reserves the right to alter the specifications and 
contents of this bulletin without obligation or advance notice. All rights reserved. No part of this bulletin may be reproduced in any form or by any means, 
electronic or mechanical---including photocopying and recording and the use of any kind of information storage and retrieval system ---without permission in 
writing.
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Service Bulletin Mazda North American Operations
Irvine, CA 92618-2922

FALSE MIL ILLUMINATION WITH MULTIPLE U-CODE DTCS
APPLICABLE MODEL(S)/VINS
All 2003 - 2004 Mazda6

2005 Mazda6 2.3L only

DESCRIPTION
Some customer vehicles may have a false MIL illumination with multiple U-code DTCs. This condition may be 
caused if the WDS DLC cable is connected or disconnected while the ignition switch is in the ON position, or 
when the engine is idling.

IMPORTANT: When connecting or disconnecting the WDS DLC cable (or any scan tool equipment) to 
the DLC-2 connector (under dash), the ignition switch must be in the OFF position, otherwise, the MIL 
light may come ON and false CAN communication DTC codes may be set in the different CAN bus mod-
ules.
The following DTCs may be stored if this condition occurs:

U1900-ABS

U2516-ABS

U1900-FF-IC

U2516-FF-IC

U0073-FF-PCM

U0073-FF-TCM

U0100-FF-TCM

NOTE: It has been reported that some customer vehicles have failed the state emission OBD II test. This may 
be caused by the inspection station connecting or disconnecting the DLC cable when the ignition 
switch in the ON position, or when the engine is idling.

Customers having this concern should have their vehicle repaired using the following repair procedure.

REPAIR PROCEDURE
1. Verify customer concern.

2. Erase all DTCs. 

3. Turn OFF MIL.

4. Turn ignition switch to OFF position.

5. Disconnect WDS DLC or scan tool cable. 

6. Verify repair. 

NOTE: Do not return vehicle to customer with MIL illuminated.


